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Référence:

Annexes:

LE GOUVERNEMENT

DU GRAND-DUCHE DE LUXEMBOURG
Ministére de la Mobilité

et des Travaux publics

Département de la mobilité
et des transports

E13*22R06/03*10563*03

- Rapport technique
- Fiche de renseignements du constructeur

SOCIETE NATIONALE DE
CERTIFICATION ET D'HOMOLOGATION
S.A.

Registre de Commerce: B 27180

L-8070 Bertrange

Bertrange, le 31 mars 2025

Communication concernant ®;

Communication concerning ?:

- laddli 0 I | .
approval granted

- I'extension d'homologation
approval extended

D’UN TYPE DE CASQUE DE PROTECTION SANS / AVEC/ UN /A PEUSHEURS / TYPE(S) D’ECRAN
SANS / AVEC / EN / PEUSHEURS TYPE(S) D’ACCESSOIRES SPECIAUX EN APPLICATION DU

REGLEMENT N°22

of a type of protective helmet-witheut / with / one / mere / visor type(s) without/with ene / mere specific accessory type(s)
pursuant to regulation N°22

Homologation N°:
Approval number:

Marque(s) d'homologation:
Approval mark(s):

Marque de fabrique ou de commerce:
Trade mark:

Type:
Type:
Tailles:

Sizes:

Nom du fabricant:
Manufacturer’s name:

Adresse du fabricant:
Address of manufacturer:

Le cas échéant, nom de son représentant:
If applicable, name of manufacturer’s representative:

Adresse du représentant:
Address of manufacturer’s representative:
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E13*22R06/03*10563*03

refer to manufacturer’s information document

FF939

XS 53-54, S 55-56, M 57-58, L 58-59, XL 59-60,
XXL 60-61

not applicable

not applicable



10.

11.

12.

13.

14.

12.

13.

14.

14.1

15.

Description sommaire du casque:
Brief description of helmet:

Casque dépourvu-deprotection-maxillaire-(5H)
muni d’une protection maxillaire intégrale (P)
P . Hai intégrale (NP)
1 . Naire détachabl bil

(L2l
Helmet withoutlowerface-cover(H

with protective lower face cover (P)

detachable-ormovable lowerface-cover (P

Type de I’écran ou des écrans:
Type of visor or visors:

Description sommaire de I’écran ou des écrans:
Brief description of visor or visors:

Casque prévu pour accessoires spéciaux (SA) / prévu
pour accessoires universels (UA):

Helmet ready for specific accessory (SA)/ready for universal
accessories (UA):

Accessoires inclus dans ’homologation du casque et

fonctionnalité:
Accessories included in the helmet homologation and functionality:

Dans le cas d’un casque UA, haut-parleurs

(S ou S45)/microphone (M):

If UA helmet, speakers (S or S45)/Microphone (M) / Front mounting
(F) / Side mounting (L), Rear mounting (R):

Présenté a I’homologation le:
Submitted for approval on:

Service technique chargé des essais d’homologation:
Technical service responsible for conducting approval tests:

Date du procés-verbal délivré par ce service:
Date of report issued by that service:

Dans le cas de haut-parleurs S40 ou S45, simulacre
de haut-parleur utilisé pour I’essai d’homologation:

If S40 or S45, speaker dummy used for the homologation test:

Numéro du procés-verbal délivré par ce service:
Number of report issued by that service:
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E13*22R06/03*10563*03

The integral-faced helmet FF939 is composed of ABS
shell (Acrylonitrile-Butadiene-Styrene).

The protective padding is made of one EPS (Expanded
Poly Styrene) size liner, one EPS crown liner in the top
area, two EPS side liners and one EPS chin liner.

The adoption to the different head sizes is done by
different thickness of the size liner, and different

thickness of the comfort padding.

The helmet is fitted with 2 visors with separate
approvals

with protective lower face cover (P)

F39 (E13*22R06/03*10564*00)
WIJ06 (E13*22R06/03*10565*00)

F39: Clear visor, made of Polycarbonate (PC) with
hardened coating on the surface, and a thickness of 2.0
mm.

W1J06: Tinted visor, made of Polycarbonate (PC) with
hardened coating on the surface, and a thickness of 1.6
mm.

not applicable

not applicable

not applicable
17.01.2025
TUV Rheinland Kraftfahrt GmbH

04.03.2025

not applicable

85-R22-205/25-00



16.

17.

18.

19.

20.

21.

Remarques:
Comments:

Homologation @:
Approval @:

Lieu:
Place:

Date:
Date:

Signature:
Signature:

Pour la Ministre de la Mobilité
et des Travaux publics
)

Les documents suivants portant le numéro d’homo-
logation indiqué ci-dessus peuvent &tre obtenus sur

demande:
The following documents, bearing the approval number shown above,
are available on request:

Modifications faisant I’objet de la présente extension:
Reason ZO}" extension:

Refer to Appendix 0 of test report

(2) Biffer les mentions inutiles.

Strike out what does not apply.
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not applicable

granted / extended / refused / withdrawn

Bertrange

31 mars 2025

Pour l1a SNCH

Laurent LINDEN
Directeur opérationnel
ACCREDITATION
NUMBER:
q ISO/IEC 17065

see: INDEX to TYPE-APPROVAL REPORT
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LE GOUVERNEMENT

DU GRAND-DUCHE DE LUXEMBOURG
Ministére de la Mobilité

et des Travaux publics

Département de la mobilité
et des transports

E13*22R06/03*10563*03

- Rapport technique
- Fiche de renseignements du constructeur

SOCIETE NATIONALE DE
CERTIFICATION ET D'HOMOLOGATION
S.A.

Registre de Commerce: B 27180

L-8070 Bertrange

Bertrange, le 31 mars 2025

INDEX DU DOSSIER D'HOMOLOGATION
INDEX TO TYPE-APPROVAL REPORT

Numéro d'homologation:
Approval number:

Révision:
Revision:

Marque de fabrique ou de commerce:
Trade name or mark:

Type:
Type:

Procés-verbal d'essai:
Test report:

- Test report:

- List of modifications:
- Technical information:
- Test minutes:

Dossier du constructeur:
Report of the manufacturer:

- Manufacturer’s information folder:

Autres documents annexés:
Other documents annexed:

Date de délivrance de I'homologation initiale:
Date of issue of initial type approval:

Date de la derniére délivrance de pages révisées:
Date of last issue of revised pages:

Date de la derniére délivrance d'une homologation
révisée:
Date of last extension:
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00

refer to manufacturer’s information document

FALCON

N° 85-R22-205/25-00

Page(s) 1 to 4;

Appendix 0 - Page(s) 5;
Appendix L - Page(s) 6 & 7;
Appendix 1 Page(s) 8 to 22.

Page(s) 1 to 19.

not applicable

31.08.2022

not applicable

31.03.2025



TUV Rheinland Group A TUVRheinland®
Test Report No. 85-R22-205/25-00 Precisely Right.

Type : FALCON

Manufacturer

TEST REPORT

according to

UN-R 22

Uniform provisions concerning the approval of protective helmets, of their visors and of their accessories for
drivers and passengers of motorcycles and mopeds

as last amended by

06 series of amendments, Suppl. 3

For the Type Approval of:
0 Helmet + Visor

Helmet
O Visor " . N
E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation
Approval Status
UN-approval :  E13*22R06/02*10563*02

Structure of the Test Report
Iltem no.

0. General information

1. Tested vehicle{s)/object(s)
2. Test record

3. Appendices

4. Statement of conformity

The Test Report shall be reproduced and published only in its entirety by the client. It may however be
reproduced and published partially, but only with the written permission of the Technical Service.

TUV Rheinland Kraftfahrt GmbH Engineering center Shanghai Master_SNCH-TRK_RO01 Page 1/22
Am Grauen Stein, 51105 Cologne, Germany  TUV Rheinland (Shanghai) Co., Ltd. 85-R22-205/25-00.docx
SNCH-Designation: 13/B(0) No. 177, 179, 189, Lane 777,

West Guangzhong Road, Shanghai,
P.R. China



E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

TUV Rheinland Group

A TUVRheinland®

Test Report No. 85-R22-205/25-00

Precisely Right.

Type : FALCON
Manufacturer

0. General information

0.1. Make (trade name of the manufacturer) BKR

0.2. Type
Commercial description(s) FALCON
Version(s) ---

0.3. Helmet category see appendix L, item 9

0.4. Name and address of the manufacturer

0.5. No. of the information document WENJIN-FF939-03
Date of issue January 17, 2025
Date of last change -

1. Tested vehicle(s} / object(s)

1.1 Description

1.11 Object see appendix L, item 8
Trade name see appendix L, item 1
Type(s) /variant(s) / version(s) see appendix L, item 2
Identification number without

1.1.2 Condition of vehicle(s)/object(s) new,-used—pretested

1.2. Worst case configuration No worst case assessment required (only one

variant/version or no variants/versions)

Fhere is-no-worst eal € ISEIS. e;'e' ap plleﬁalble because aII.I

TUOV Rheinland Kraftfahrt GmbH
Am Grauen Stein, 51105 Cologne, Germany
SNCH-Designation: 13/B(0)

Engineering center Shanghai
TUV Rheinland (Shanghai) Co., Ltd.
No. 177, 179, 189, Lane 777,

West Guangzhong Road, Shanghai,

P.R. China

Master_SNCH-TRK_RO01
85-R22-205/25-00.docx

Page 2/ 22



E13*22R06/03*10563*03

.. Société Nationale de Certification et d'Homologation
TUV Rheinland Group - g TOVRheinland®

Test Report No. 85-R22-205/25-00 Precisely Right.
Type : FALCON
Manufacturer
1.3. Remarks : without
2. Test record
2.1. Equipment for measuring and testing . The test and measurement equipment used were in
compliance with the test requirements.
2.1.1. Specifications for the test site : not applicable
2.1.2. Subcontracting . not applicable
2.2. Test results
Remarks concerning extension . notapplicable
The-helmet-type-has-been-tested-according-to-the
it : y e 0.
An actual practical test of the helmet was not necessary.
The results of the previous test(s) are still valid.
Test results referring to measurements : passed

Test results of not measurable attributes : not applicable
Alternative test methods :  not applicable

2.3. Additional information . The results of the test refer exclusively to the object(s)
mentioned under point 1. of this report.

Test site(s) :  TUV Rheinland (Guangdong) Ltd.
Guangzhou Helmet Laboratory
No.767 Tianyuan Road, Tianhe District,
Guangzhou 510650, P.R. China

Test date : June 17, 2022 - June 23, 2022
January 25, 2024

January 17, 2025

24. Remarks : without

TUV Rheinland Kraftfahrt GmbH Engineering center Shanghai Master_SNCH-TRK_RO01 Page 3/ 22
Am Grauen Stein, 51105 Cologne, Germany  TUV Rheinland (Shanghai) Co., Ltd. 85-R22-205/25-00.docx

SNCH-Designation: 13/B(0) No. 177, 179, 189, Lane 777,

West Guangzhong Road, Shanghai,
P.R. China



TUV Rheinland Group é TUVRheinIand®

Test Report No. 85-R22-205/25-00 Precisely Right.
Type : FALCON
Manufacturer
3. Appendices
Appendix 0 . List of modifications
Appendix L :  Technical description of type and Communication
concerning the UN-approval
Appendix 1 :  Test minutes
Information document : WENJIN-FF939-03 (18 pages)
E13*22R06/03*10563*03
4 Statement of conformity Société Nationale de Certification et d'Homologation

The Information Document listed in section 0.5., and the type described therein, comply with the
requirements stated on page 1. The test results in this report refer to the vehicle{s)/object(s) described
under section 1.1. With regards to the required level of performance to be achieved, the tested
samples were representative for the type to be approved (see section 1.2).

Engineering Centre Shanghai, March 04, 2025

CGC/PX

Nada Chen

Technical Expert Technical Service

TUOV Rheinland Kraftfahrt GmbH Engineering center Shanghai Master_SNCH-TRK_R01 Page 4/ 22
Am Grauen Stein, 51105 Cologne, Germany  TUV Rheinland (Shanghai) Co., Ltd. 85-R22-205/25-00.docx
SNCH-Designation: 13/B(0) No. 177, 179, 189, Lane 777,

West Guangzhong Road, Shanghai,
P.R. China



TUV Rheinland Group

A TUVRheinland®

Test Report No. 85-R22-205/25-00 Precisely Right.
Type : FALCON
Manufacturer
List of modifications Appendix 0

Correction of

Modification of

Addition of

Deletion of

the requlation supplement to 03.

the trade names.

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

TUV Rheinland Kraftfahrt GmbH

Engineering center Shanghai Master_SNCH-TRK_RO01 Page 5/ 22

Am Grauen Stein, 51105 Cologne, Germany  TUV Rheinland (Shanghai) Co., Ltd. 85-R22-205/25-00.docx

SNCH-Designation: 13/B(0)

No. 177, 179, 189, Lane 777,
West Guangzhong Road, Shanghai,
P.R. China



TUV Rheinland Group é TUVRheinIand®

Test Report No. 85-R22-205/25-00 Precisely Right.
Type : FALCON
Manufacturer
Communication concerning the type approval Appendix L
1 Trade mark ' BKR

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

2 Type . FALCON
Commercial description(s) . FALCON
Versions(s) -
3 Sizes : XS 53-54, S 55-56, M 57-58, L 58-59, XL 59-60, XXL 60-
61
4 Manufacturer’'s name
5 Address
6 If applicable, name of manufacturer's . not applicable
representative
Address . not applicable
8 Brief description of helmet . The integral-faced helmet is composed of ABS shell

(Acrylonitrile-Butadiene-Styrene).

The protective padding is made of one EPS (Expanded
Poly Styrene) size liner, one EPS crown liner in the top
area, two EPS side liners and one EPS chin liner.

The adoption to the different head sizes is done by
different sizes of shells, different thickness of the size
liner, and different thickness of the comfort padding.

The helmet is fitted with 2 visors with separate

approvals.
9 Helmet category : With protective lower face cover (P)
10 Type of visor or visors : F39 (E13 22R 0610564)
WJ06 (E13 22R 0610565)
11 Brief description of visor or visors, and inner :  F39: Clear visors, made of Polycarbonate (PC) with
visor if any hardened coating on the surface, and a thickness of 2.0
mm.

WJO06: Tinted visor, made of Polycarbonate (PC) with
hardened coating on the surface, and a thickness of 1.6

mm.
TUV Rheinland Kraftfahrt GmbH Engineering center Shanghai Master_SNCH-TRK_RO01 Page 6/ 22
Am Grauen Stein, 51105 Cologne, Germany  TUV Rheinland (Shanghai) Co., Ltd. 85-R22-205/25-00.docx
SNCH-Designation: 13/B(0) No. 177, 179, 189, Lane 777,

West Guangzhong Road, Shanghai,
P.R. China



TUV Rheinland Group

Test Report No. 85-R22-205/25-00

TUVRheinland®

Precisely Right.

Type : FALCON
Manufacturer
12 Helmet ready for Specific-accessory{SA) - Universal-accessories(UA)
13 Accessories included in the helmet not applicable
homologation and functionality
14 If UA helmet not applicable
: .
SF;. EI'IEE'S (S o S{IIE},) RI"I 6rophor ° (I'I)ERI E'E“t RouRting-(F)
14.1 If S40 or S45, speaker dummy used for the : not applicable
homologation test deformable/rigid
15 Submitted for approval on January 17, 2025
16 Technical service responsible for TUV Rheinland Kraftfahrt GmbH

conducting approval tests

E13*22R06/03*10563*03

Société Nationale de Certification et d'Homologation

17
18
19
20

Date of report issued by that service
Number of report issued by that service
Comments

Approval

Am Grauen Stein,

51105 Cologne,

Germany

March 04, 2025

85-R22-205/25-00

not applicable

Granted / extended / refused-/withdrawn

TUOV Rheinland Kraftfahrt GmbH
Am Grauen Stein, 51105 Cologne, Germany
SNCH-Designation: 13/B(0)

Engineering center Shanghai
TUV Rheinland (Shanghai) Co., Ltd.
No. 177, 179, 189, Lane 777,

Master_SNCH-TRK_RO01
85-R22-205/25-00.docx

Page 7 /22

West Guangzhong Road, Shanghai,

P.R. China



TUV Rheinland Group

Type

Test Report No. 85-R22-205/25-00

: FALCON

Manufacturer

A TUVRheinland®
Precisely Right.

Test minutes

E13*22R06/03*10563*03

General Requirements for Helmets

1

4.1

4.2

Basic construction
(6.1)

Additional construction
(6.2/6.2.1)

Lower face cover
(6.2.2.)

Helmet with accessories
(6.3)

Helmet with universal
accessories
(6.3.1)

Helmet with specific accessories
(6.3.2)

Protection areas
(6.4)

Hearing ability and temperature
(6.5)

Outer projections
(6.6/6.7)

Inner projections
(6.8)

Helmet components
(6.9)

Société Nationale de Certification et d'Homologation

Appendix 1

The helmet consists of a shell, protective padding, comfort
padding and a retention system.

Refer Appendix L, item 8

Refer Appendix L, item 9

Not applicable

Not applicable

Not applicable

The shell and padding of the helmets of each size cover
the required areas.

The wearer’s ability to hear is not dangerously affected by
the helmet.

The helmet has ventilation holes in the shell to prevent
overheating.

All external projections are rounded and smooth.
All external projections <2 mm have a radius = 1 mm.

There are projections of the outer shell, greater than 2mm.
All external projections > 2 mm have a radius =2 mm.
The shear assessment was successful.

No inward facing sharp edges. All internal parts are
covered with padding.

The components of the helmet are assembled in a way
that they do not become easily detached as a result of
impact.

TUOV Rheinland Kraftfahrt GmbH
Am Grauen Stein, 51105 Cologne, Germany
SNCH-Designation: 13/B(0)

Engineering center Shanghai
TUV Rheinland (Shanghai) Co., Ltd.
No. 177, 179, 189, Lane 777,

Master_SNCH-TRK_RO01
85-R22-205/25-00.docx

Page 8 /22

West Guangzhong Road, Shanghai,

P.R. China



E13*22R06/03*10563*03

TUV Rheinland Group 442 Nati - . , g - )
Société Nationale de Certification et d'Homologation TUVRheinland®
Test Report No. 85-R22-205/25-00 Precisely Right.
Type : FALCON
Manufacturer
10 Retention system
101 Abrasion protection The wearer is protected from abrasion by the retention
(6.10) system.
10.2 General The retention system fully complies with the requirements
(6.11) of the regulation:
- Retention System is permanently attached
- Chin strap is adjustable and maintains tension
- Strap has a width of minimum 20 mm
- No chin-cup
- Norigid parts 130 mm below head form reference
plane
- Total opening of retention system only with
voluntary action
- Detailed instructions for use of the buckle
- If sliding bar or double D ring: red pulling flap with
minimum dimensions of 10x20 mm is provided
- Buckle cannot be left in partially closed position
10.3 Chin strap Under a load of 150 N the width of the chin strap is > 20
(6.11.1/7.12.1.1) mm.
The chin strap is covered with an additional comfort
padding.
It is not possible to open the quick-release mechanism with
a ball of diameter 100 mm.
11 Detachable/movable face cover Not applicable
(6.12)
12 Materials The materials used for the helmet comply with the
(6.13) regulation.
13 Breakage and deformation The helmet does not show breakage or deformation
(6.14) dangerous to the wearer after testing.
14 Peripheral vision Complies with the requirements of the regulation, refer test
(6.15) results.
15 Visor Refer to the visor approval: F39 (E13 22R 0610564)
(6.76) WJ06 (E13 22R 0610565)
16 Sun shield not applicable
(6.17)
17 Conspicuity marking The helmet is not equipped with retroreflective parts.
(6.18)

TUOV Rheinland Kraftfahrt GmbH
Am Grauen Stein, 51105 Cologne, Germany
SNCH-Designation: 13/B(0)

Engineering center Shanghai
TUV Rheinland (Shanghai) Co., Ltd.
No. 177, 179, 189, Lane 777,

Master_SNCH-TRK_RO01
85-R22-205/25-00.docx

Page 9/ 22

West Guangzhong Road, Shanghai,

P.R. China



TUV Rheinland Group

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

A TUVRheinland®

Test Report No. 85-R22-205/25-00 Precisely Right.
Type : FALCON
Manufacturer
18 Accessories Not applicable
(6.19)
19 Information Manufacturer-information about size and weight are
(14) located on the outer shell by adhesive label(s).

Additional consumer information in accordance with the
UN-R 22 is given by the owner’s manual. It has to always
be enclosed to the offered helmet.

TUOV Rheinland Kraftfahrt GmbH
Am Grauen Stein, 51105 Cologne, Germany
SNCH-Designation: 13/B(0)

Engineering center Shanghai Master_SNCH-TRK_RO01 Page 10/ 22
TUV Rheinland (Shanghai) Co., Ltd. 85-R22-205/25-00.docx

No. 177, 179, 189, Lane 777,

West Guangzhong Road, Shanghai,

P.R. China



TUV Rheinland Group é TUVRheinIand®

Test Report No. 85-R22-205/25-00 Precisely Right.
Type : FALCON
Manufacturer
6.15. Peripheral vision
. horizontal upwards downwards
Helmet Size Test head angle min. angle min. angle min.
210° 7° 45°
S 55-56 555 210 7 46
XL 60-61 605 212 7 47
E13*22R06/03*10563*03
73 Impact-absorption-tests Société Nationale de Certification et d'Homologation

All values are within the limits of the regulation, 275 g respectively 2400 HIC.

helmet size : S 55-56
test-head-size : 535
anvil : Flat (Helm. 1), Kerbstone (Helm. 2)
Conditioning Impact point Res. acceleration [g] HIC []
Helmet 1 B 206 1783
Low Temp. (-10°C) X 233 2055
P 254 2375
R 160 1148
S 70 160
Helmet 2 B 166 1097
High Temp. (+50°C) X 160 1183
P 180 1497
R 140 812
S — —
TUV Rheinland Kraftfahrt GmbH Engineering center Shanghai Master_SNCH-TRK_RO01 Page 11/22
Am Grauen Stein, 51105 Cologne, Germany  TUV Rheinland (Shanghai) Co., Ltd. 85-R22-205/25-00.docx
SNCH-Designation: 13/B(0) No. 177, 179, 189, Lane 777,

West Guangzhong Road, Shanghai,
P.R. China



TUV Rheinland Group é TUVRheinIand®

Test Report No. 85-R22-205/25-00 Precisely Right.
Type : FALCON
Manufacturer
helmet size : M 57-58
test-head-size :575
anvil : Flat (Helm. 3), Kerbstone (Helm. 4)
Conditioning Impact point Res. acceleration [g] HIC []
Helmet 3 B 195 1672
Low Temp. (-10°C) X 236 2001
P 233 2267
R 165 874
S 149 255
Helmet 4 B 146 1112
High Temp. (+50°C) X 162 1139
P 177 1436
R 119 676
S

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

helmet size : XXL 60-61
test-head-size :605
anvil : Flat (Helm. 5), Kerbstone (Helm. 6)
Conditioning Impact point Res. acceleration [g] HIC [-]
Helmet 5 B 207 1678
Low Temp. (-10°C) X 241 1887
P 216 2059
R 145 772
S 170 462
Helmet 6 B 191 1306
High Temp. (+50°C) X 162 1098
P 261 1702
R 115 722
S — —
TUOV Rheinland Kraftfahrt GmbH Engineering center Shanghai Master_SNCH-TRK_R01 Page 12/ 22
Am Grauen Stein, 51105 Cologne, Germany  TUV Rheinland (Shanghai) Co., Ltd. 85-R22-205/25-00.docx

SNCH-Designation: 13/B(0) No. 177, 179, 189, Lane 777,
West Guangzhong Road, Shanghai,
P.R. China



TUV Rheinland Group

Test Report No. 85-R22-205/25-00

A TUVRheinland®

Precisely Right.

Type : FALCON
Manufacturer
helmet size : XXL 60-61
test-head-size :605
anvil : Flat (Helm. 7), Kerbstone (Helm. 8), Kerbstone (Helm. 9)
Conditioning Impact point Res. acceleration [g] HIC []
Helmet 7 B 189 1614
Ambient X 230 1836
P 236 2313
R 159 929
S
Helmet 8 B 157 1247
Ambient X 169 1145
P 179 1482
R 120 771
S
Helmet 9 B 171 1303
Artificial ageing X 185 1311
P 181 1440
R 105 686
S
E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation
Low energy impact
All values are within the limits of the regulation, 180 g respectively 1300 HIC.
helmet size : XXL 60-61
test-head-size 1605
anvil :Flat (Helm. 10)
Conditioning Impact point Res. acceleration [g] HIC [-]
Helmet 10 B 170 1033
Ambient X 151 821
P 168 1222
R 92 351
S
TUV Rheinland Kraftfahrt GmbH Engineering center Shanghai Master_SNCH-TRK_RO01 Page 13 /22

Am Grauen Stein, 51105 Cologne, Germany

SNCH-Designation: 13/B(0)

No. 177, 179, 189, Lane 777,

TUV Rheinland (Shanghai) Co., Ltd.

West Guangzhong Road, Shanghai,

P.R. China

85-R22-205/25-00.docx



TUV Rheinland Group
Test Report No. 85-R22-205/25-00

Type : FALCON

Manufacturer

A TUVRheinland®

Precisely Right.

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

High energy impact

All values are within the limits of the regulation, 275 g respectively 2880 HIC.

helmet size : XXL 60-61
test-head-size 1605
anvil :Flat (Helm. 11)
Conditioning Impact point Res. acceleration [g] HIC []
Helmet 11 B 248 2105
Ambient X 244 2119
P 240 2682
R 169 1140
S
Extra point
All values are within the limits of the regulation, 275 g respectively 2400 HIC.
helmet size : XXL 60-61
test-head-size 1605
anvil :Flat (Helm. 12), Kerbstone (Helm. 13)
Conditioning Impact point Res. acceleration [g] HIC []
Helmet 12 BP 183 1513
Ambient XPL 212 2330
RP 206 1777
XPR 205 2121
Helmet 13 BXL 153 1067
Ambient RXL 145 1195
RXPR 144 1108
BXPR 258 1707
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TUV Rheinland Group é TUVRheinIand®

Test Report No. 85-R22-205/25-00

Precisely Right.

Type : FALCON
Manufacturer
7.4.2 Test for projections and surface friction (method B).

All values are within the limits of the regulation.

Helmet size M 57-58

Test head size 575

Test with positive result at the following points of the outer shell:

1. | Rear air vent Positive
sliding tangential at the projection

E13*22R06/03*10563*03

75 Rigidity test Société Nationale de Certification et d'Homologation

All values are within the limits of the regulation.

Helmet Size Direction Deformation Permanent
(max. 40 mm) deformation
(max. 15 mm)

XXL 60-61 longitudinal 15 5
transversal 13 5
TUOV Rheinland Kraftfahrt GmbH Engineering center Shanghai Master_SNCH-TRK_R01 Page 15/ 22
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TUV Rheinland Group é TUVRheinIand®

Test Report No. 85-R22-205/25-00 Precisely Right.

Type : FALCON
Manufacturer
7.6. Dynamic test of the retention system E13*22R06/03*10563*03

Société Nationale de Certification et d'Homologation
All values are within the limits of the regulation.

Helmet Size Headsize dyn.movement stat.movement Remarks
(max. 35 mm) (max.25 mm)
S 55-56 535 29.9 17.2 --
7.7.2. Retention (detaching) test
[Weight hooked to the front border]
All values are within the limits of the regulation.
Helmet Size Headsize angle of movement Remarks
(max. 30°)
S 55-56 535 21 Front to rear

7.7.3./4. Retention (detaching) test
[Falling mass]

All values are within the limits of the regulation.

Helmet Size Headsize angle of movement Remarks
(max. 30°)
S 55-56 535 23 Rear to front

Master_SNCH-TRK_RO01
85-R22-205/25-00.docx
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TUV Rheinland Group A TUVRheinland®
Test Report No. 85-R22-205/25-00 Precisely Right.

Type : FALCON

Manufacturer

7.10 Microslip-test of the chin strap

All values are within the limits of the regulation.

Limit
Movement: <5.0mm <10 mm

7.11 Test for resistance to abrasion of the chin strap

Not necessary, because the movement of the chin strap after 500 cycles was less than 5 mm.

712 Tests for retention systems relying on quick-release mechanisms

E13*22R06/03*10563*03

All values are within the limits of the regulation. Société Nationale de Certification et d'Homologation

Operation force of the automatic buckle < 30 N (Measured at static load of 150 N)

Resistance of the automatic buckle
The load of 2000 N at the automatic buckle made no fracture or disengage. After the test the
automatic buckle was still be capable of operation.

7.13.  Oblique impact test method of measuring rotational acceleration

All values are within the limits of the regulation, 10400 rad/s? respectively BriC 0,78.

Head size Cond. S’:‘:;‘:L Point Hg:;"eet ?ZEZ‘Z"]‘ BrIC Remark

605 AMB 45° FLR XXL 60-61 1953 0.30 --

605 AMB 45° Rear XXL 60-61 2550 0.36 --

605 AMB 45° LL XXL 60-61 3127 0.32 --

605 AMB 45° Front XXL 60-61 2454 0.35 --

605 AMB 45° RLR XXL 60-61 3071 0.38 --
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TUV Rheinland Group

Test Report No. 85-R22-205/25-00

Type : FALCON

Manufacturer

A TUVRheinland®
Precisely Right.

Additional tests for extension 01

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

6.15. Peripheral vision
. horizontal upwards downwards
Helmet Size Test head angle min. angle min. angle min.
210° 7° 45°
XS 53-54 535 210 7 47
7.3. Impact-absorption-tests
All values are within the limits of the regulation, 275 g respectively 2400 HIC.
helmet size : XS 53-54
test-head-size : 535
anvil : Flat (Helm. 1), Kerbstone (Helm. 2)
Conditioning Impact point Res. acceleration [g] HIC [-]
Helmet 1 B 187 1603
Low Temp. (-10°C) X 253 2263
P 197 2045
R 159 1238
S 132 541
Helmet 2 B 119 825
High Temp. (+50°C) X 201 1271
P 234 1676
R 132 762
S
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TUV Rheinland Group é TUVRheinIand®

Test Report No. 85-R22-205/25-00 Precisely Right.
Type : FALCON
Manufacturer
helmet size : M 57-58
test-head-size :575
anvil : Flat (Helm. 3), Kerbstone (Helm. 4)
Conditioning Impact point Res. acceleration [g] HIC []
Helmet 3 B 209 1772
Low Temp. (-10°C) X 264 2260
P 210 1976
R 166 1397
S 158 491
Helmet 4 B 184 1701
High Temp. (+50°C) X 163 1105
P 217 1672
R 131 737
S

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

helmet size : M 57-58
test-head-size :575
anvil : Flat (Helm. 5), Kerbstone (Helm. 6), Kerbstone (Helm. 7)
Conditioning Impact point Res. acceleration [g] HIC []
Helmet 5 B 173 1481
Ambient X 217 1680
P 234 2229
R 182 1280
S
Helmet 6 B 198 1366
Ambient X 201 1565
P 185 1550
R 134 864
S
Helmet 7 B 164 1288
Artificial ageing X 225 1836
=) 218 2153
R 157 1069
S
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E13*22R06/03*10563*03

TUV Rheinland Group Société Nationale de Certification et d'Homologation

TUVRheinland®
Test Report No. 85-R22-205/25-00 Precisely Right.

Type : FALCON

Manufacturer

Low energy impact

All values are within the limits of the regulation, 180 g respectively 1300 HIC.

helmet size : M 57-58
test-head-size :575
anvil :Flat (Helm. 8)
Conditioning Impact point Res. acceleration [g] HIC []
Helmet 8 B 105 568
Ambient X 132 677
P 124 626
R 109 440
S

High energy impact

All values are within the limits of the regulation, 275 g respectively 2880 HIC.

helmet size : M 57-58
test-head-size :575
anvil :Flat (Helm. 9)
Conditioning Impact point Res. acceleration [g] HIC [-]
Helmet 9 B 224 2093
Ambient X 267 2605
=) 230 2445
R 177 1458
S — —
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TUV Rheinland Group TUVRheinland®

Test Report No. 85-R22-205/25-00 Precisely Right.

Type : FALCON
Manufacturer
Extra point
All values are within the limits of the regulation, 275 g respectively 2400 HIC.
helmet size : M 57-58
test-head-size :575
anvil :Flat (Helm. 10), Kerbstone (Helm. 11)
Conditioning Impact point Res. acceleration [g] HIC []
Helmet 10 BP 170 1263
Ambient XPL 201 2057
RP 190 1616
XPR 212 2046
Helmet 11 BXL 133 856
Ambient RXL 135 1119
RXPR 142 1053
BXPR 188 1312
7.6. Dynamic test of the retention system
All values are within the limits of the regulation.
Helmet Size Head size dyn.movement stat.movement Remarks
(max. 35 mm) (max.25 mm)
XS 53-54 535 32.8 17.9 --

7.7.2. Retention (detaching) test
[Weight hooked to the front border]

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

All values are within the limits of the regulation.

Helmet Size Headsize angle of movement Remarks
(max. 30°)
XS 53-54 535 21 Front to rear

TUOV Rheinland Kraftfahrt GmbH
Am Grauen Stein, 51105 Cologne, Germany
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TUV Rheinland Group

Test Report No. 85-R22-205/25-00

A TUVRheinland®

Precisely Right.

Type : FALCON
Manufacturer
7.7.3./4. Retention (detaching) test E13*22R06/03*10563*03
[Falling mass] Société Nationale de Certification et d'Homologation
All values are within the limits of the regulation.
Helmet Size Head size angle of movement Remarks
(max. 30°)
XS 53-54 535 17 Rear to front
7.13. Oblique impact test method of measuring rotational acceleration
All values are within the limits of the regulation, 10400 rad/s? respectively BrlC 0,78.
. Anvil . Helmet Rotation
Head size Cond. Shape Point Size [rad/s?] BriC Remark
575 AMB 45° FLR M 57-58 2066 0.38 --
575 AMB 45° Rear M 57-58 3814 0.33 --
575 AMB 45° LL M 57-58 3308 0.35 --
575 AMB 45° Front M 57-58 2944 0.43 --
575 AMB 45° RLR M 57-58 3334 0.37 --
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Information folder No. WENJIN-FF939-03
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INFORMATION DOCUMENT FOR TYPE-APPROVAL OF PROTECTIVE HELMETS ANDB-/
OR'-OF THEIRVISORS FOR DRIVERS AND PASSENGERS OF MOTOR CYCLES AND

MOPEDS

1. Make (trade name or mark of the : BKR

manufacturer)

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

2. Type

Commercial description(s) . FALCON

Version(s) -
3. Sizes : XS 53-54, S 55-56, M 57-58, L 58-59,

XL59-60, XXL 60-61

4. Name of the manufacturer

5. Address of the manufacturer

6. Name of the manufacturer’s representative : Not applicable

7. Address of the manufacturer’s : Not applicable
representative
Brief description of the helmet : The integral-faced helmet is composed of

ABS shell (Acrylonitrile-Butadiene-Styrene).
and-lor

The protective padding is made of one EPS
Brief-description-of-visor (Expanded Poly Styrene) size liner, one EPS

crown liner in the top area, two EPS side

liners and one EPS chin liner.

The adoption to the different head sizes is
done by different sizes of shells, different

Type | FF939

Page | 2 of 18




Information folder No. WENJIN-FF939-03

Application date: January 17, 2025

thickness of the size liner, and different
thickness of the comfort padding.

The helmet is fitted with 2 visors with
separate approvals.

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

The external visor type: F39 (E13 22R
0610564), made of Polycarbonate (PC), and
a thickness of 2.0 mm.

The internal visor type: WJ06 (E13 22R
0610565) is tinted, made of Polycarbonate
(PC), and a thickness of 1.6 mm.

ADDITIONAL INFORMATION

Helmet withoutHowerface-cover{Jd)}-+with : P
protective lower face cover (P) ~with-non

protectivelowerface-cover{NP)-with
detachable-ormovable lowerfacecover

PR

Type of visor or visors : F39 (E13 22R 0610564) and
WJ06 (E13 22R 0610565)
. .
Elspels othelmetio-which-the-visor may be

Name and address of assembly plant

Applicable regulation : UN-Reg. No. 22, 06 series of amendments
Reason(s) of extension 1. Addition of the trade names
2. Madification of the regulation supplement
to 03.
NOTE:

1 strike through where not applicable

Type | FF939
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E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

DRW. FF939-01 Assembly Drawing

Type | FF939
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Part No. Subject or name Material
1 Outer shell ABS
2 Protective padding EPS
3 Comfort padding Expanded polyurethane +
Synthetic + fabric
4 Back ventilation ABS
5 Bottom rubber trim ABS
6 Ratchet POM
7 Screw steel
8 Retention system Polycarbonate + steel + fabric
9 Front ventilation ABS
10 Visor PC
11 Inner visor PC
12 Top ventilation ABS
Material list of parts

E13*22R06/03*10563*03

Société Nationale de Certification et d'Homologation

Type

FF939
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E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

39171 26131

30664

For size: XS-M

DRW. FF939-02-1 Helmet section view

Type | FF939
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40521

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

261,31

306.64

LOGO

Trademark

For size: L-XXL

DRW.

FF939-02-2

Helmet section view

Type

FF939
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Impact absorption material thickness in millimeter, SHELL
Size Section B- Section P- Section R- Section X- Lower Face
Point Point Point Point cover
XS 3.2 3.2 3.2 3.2 3.2
S 3.2 3.2 3.2 3.2 3.2
M 3.2 3.2 3.2 3.2 3.2
L 3.5 3.6 3.5 3.5 3.5
XL 3.5 3.6 3.5 3.5 3.5
XXL 3.5 3.6 3.5 3.5 3.5
Impact absorption material thickness in millimeter, LINER
Size Section B-Point | Section P-Point | Section R-Point Section X-
Point
XS 34 42 38 33
S 34 42 38 33
M 34 42 38 33
L 29 42 38 33
XL 29 42 36 33
XXL 29 42 36 33
Impact absorption material thickness in millimeter, LINING
Size Section B- Section P- Section R- Section X- Side Part
Point Point Point Point Lining
XS 18 16 18 18 35
S 16 14 16 16 30
M 14 14 14 14 25
L 12 14 12 12 20
XL 10 14 10 10 15
XXL 8 14 8 8 10
E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation
Type | FF939
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Dimension and weight

1. Dimension of the shell:

SIZE Length (mm) Width (mm) Height (mm)
XS-M 391.71 261.31 271.26
L-XXL 405.8 261.31 271.26

2. Total weight of the helmet:

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

Size Weight (g) Tolerance (g)
XS 1650 + 50
S 1650 + 50
1650 + 50
L 1650 + 50
XL 1650 + 50
XXL 1650 + 50

3. Specific gravity of the impact absorption liner

Size | Specific gravity of | Specific gravity | Specific gravity | Specific gravity of
size liner (kg/m?3) of side liner of crown liner chin liner (kg/m3)
(kg/m?3) (kg/m?3)
XS 40 65 20 70
S 40 65 20 70
M 40 65 20 70
L 55 75 35 70
XL 55 75 35 70
XXL 55 75 35 70
Type | FF939
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E13*22R06/03*10563*03

Société Nationale de Certification et d'Homologation

For size: XS-M

DRW.

FF939-03

EPS details

Type

FF939
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E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation
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Part No. Subject or name Material
1 Buckle Iron
2 Sewing Line Nylon
3 Chin strap Nylon
DRW. FF939-04 Retention system
Type | FF939
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Date in Produced

DRW.

FF939-05

Retention system, chin
strap operation

Type

FF939
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For size:XS-M

DRW.

FF939-06

Retention system, position

details

Type | FF939
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E13*22R06/03*10563*03

Société Nationale de Certification et d'Homologation

Remark:the thickness of the visor is 2. 0Omm

26042

208,88

138.36

DRW.

FF939-07

Drawing and details for visor

Type | FF939
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E13*22R06/03*10563*03

Société Nationale de Certification et d'Homologation

214,28

115.98

06 10565 —mexux

Trademark \

91.23

Remark:the thickness of the visor is 1. 6mm

DRW.

FF939-08 Drawing and details for inner visor

Type | FF939
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DRW. FF939-09 Accessories

Type | FF939
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4 N
E <
0610563/P-*xxx
MODEL:FF939
Trademark (optional)

\..

E13*22R06/03*10563*03
Société Nationale de Certification et d'Homologation

A=8

HELMET TYPE: FF939
COLOR OF LABEL:WHITE
COLOR OF PRINT:BLACK
MATERIAL OF LABEL:CLOTH

DRW. FF939-10 Approval marking(s)

Type | FF939

Page | 17 of 18




Information folder No. WENJIN-FF939-03

Application date: January 17, 2025
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DRW.

FF939-11

Helmet assembly pictures
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